
Installation and
maintenance sheet

(Lock LRC260)

Including :

Installation -  GV or GV/F adjustment :  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 1
Place and shunt adjustment - Shunt mounting :  . . . . . . . . . . . . . . . . . . . . . . .  . . . . . . . . . . page 2
Locks LR260 (Using - Sealing - Maintenance) :  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 2
Unlocking mode - Dimensions - Attachment : . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 2
Place and unlocking lever adjustment - Rubber lever :  . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 2
Mechanical lock - Contact wiring :  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page 3
Examination certificate EC type : . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . page . . .
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The adjustment is
carried out on the 2

captive nuts for fixing.

Locks LRC260
(Mounting process and adjustments)
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Central positive safety mechanism model

Lateral positive safety mechanism model

Installation of the GV lock-keeper
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The adjustment of
the lever’s position

on the lock is carried
out by the lever

retaining nut on
the axis 

The adjustment of the
round rubber’s
position on the lever
is carried out by the
threaded rod

The adjustment of the
round rubber on the lever

Locks LRC260
(Mounting process and adjustments)

The two oblong holes enable to adjust the shunt position on the landing door

ref. SHD18
SHD21
SHD25

The position of the
lever on the lock

The adjustment of the shunt position
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Maintenance
It’s an autolubrified 
lock, No maintenance is 
necessary. 
Never open a lock 
LRC260. The access to 
contacts is only possible 
by the removing of the 
transparent cover.

!

Lateral Perpendicular Cable

Unlocking modes
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65 (max)

The lever is delivered in standard
with a Ø35 roller (ref. GAL35).

And on request, with Ø 22
and Ø 45 roller

30 mini
65 maxi

Levers + rullers Dimensions - Attachments
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SH25

ref. CS

Using
The lock LRC260 L (lateral). 
This is the most commonly 
used lock. However,
as you have seen on this page, 
the lock can be supplied with 
another unlocking mode.

Sealing
Lock LRC260 is provided in 
standard version with a IP41 
protection index.
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Option

Important :
Verify the presence of

the washer on the
screw after each

maintenance



Lock without pre-wiring

Ground

(CAX)
Draw contact

1A - 220V

Locking contact
1A - 220V
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AUXILIARY
3 4 5

FICH
E  ID

EN
TIFICATIO

N
PRO

D
U

IT

Produit à remplacer Produit de remplacement

Do
cu

m
en

t n
on

 co
nt

ra
ctu

el,
 so

us
 ré

se
rv

e d
e m

od
ifi 

 ca
tio

n -
 Re

pr
od

uc
tio

n i
nt

er
dit

e. 
 

FP
  

    38, Rue Charles de Gaulle F-94140 Paris/Alfortville   -   www.prudhommesa.com   -   Tél. : +33 o1 45 18 19 20   -   Fax : +33 o1 45 18 19 21prudhomme S.a

Serr. non identifi ées pour portes battantes 42 560
Pour portes palières battantes

Serrures non identifi ées LR 260/PEC * *

Matériel optionnel :
CP/LRC260 (Calibre de perçage)

CP/DV/LRC260 (Calibre de perçage)
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Kit LRC260-PEC

pène carré
= Y

Percution centrale

LRC-E-027

GV
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Locks LRC260
(Mounting process and adjustments)

The installation of the lock following the supplied instructions

Lock with pre-wiring

Lock with draw contact

Lock without draw contact
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Lock without pre-wiring (-CAX)

Locking
contact

1A - 220V

Ground

Lock without pre-wiring
(-CAX) +CPX

Ground

Locking
contact

1A - 220V

(CPX)
Auxiliary contact

2A - 220V

Lock without pre-wiring and with presence contact (CPX)

(CAX)
Draw contact

1A - 220V

Locking contact
1A - 220V

(CPX)
Auxiliary contact

2A - 220V

Lock with single pre-wiring (LRC260.../c)

Ground

(CAX)
Draw contact

1A - 220V

Locking contact
1A - 220V

Lock with double pre-wiring (LRC260 .../cc)

2 wires cable5 wires cable

Ground

(CAX)
Draw contact

1A - 220V

Locking
contact

1A - 220V

(CPX)
Auxiliary contact

2A - 220V

Ground












































