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Installation  and
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Locks LR180
(Mounting process and adjustments)
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Length pin adjustment

The pin lenght can be adjusted

from the external side of the

lock.
The unlocking travel of the lever is 21 mm,

with an additional 40 mm free travel.

Free travel of the unlocking lever

Lock-keeper GVR installation Lock-keeper GVR
adjustment

GV or GV/F lock-keeper
installation

The GVR lock-keeper adjustment

is possible with a triangular key

Pin adjusting steps
1 2
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carried out on the 2

captive nuts for fixing.
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Locks LR180
(Mounting process and adjustments)

34,5

95

14

prudhomme S.a
tél. +33  o1 45 18 19 201 45 18 19 20

The position of the shunt support “SHY” on the landing door

Position of the shunt

on the shunt support
The two oblong holes enable to adjust the shunt position

on the landing door

By removing it from its

anchoring stud after

removing the transparent

cover.
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ref. CAI180

The adjustment of the lever’s

position on the lock is carried

out by the lever retaining nut

on the axis

The adjustment of the

round rubber’s

position on the lever

is carried out by the

threaded rod

The position of the lever on the lock The adjustment of the round rubber

on the lever

The adjustment of the shunt position

on 5 mm
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on 5 mmon 5 mm

!The lock LR180 L* (lateral). This is the most commonly used lock. However,

as you have seen on this page, the lock can be supplied with another unlocking mode.

(cf. “Dimensions” paragraph).

Sealing

Using
Maintenance

Lock LR180 is provided in standard version with a IP41 protection index.

On request, the lateral and electrical unlocking versions can be provided with IP54 waterproof .

It’s an autolubrified lock, No maintenance is necessary. Only the pin adjustment

can be readjusted later (compared to the evolution of the door frame).

Never open a lock LR180. The access to contacts is only possible by the

removing of the transparent cover.

The adjustment of the draw contact position in the lock

Important :

Verify the presence

of the washer on the

screw after each

maintenance



Locks LR180
(Mounting process and adjustments)
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The installation of the lock following the supplied instructions Wiring of the contacts for mechanical locks.

Draw contact
1A - 220V

Draw contact
1A - 220V

Draw contact
1A - 220V

Draw contact
1A - 220V

Locks

without pre-wiring

Locking contact
1A - 220V

Locking contact
1A - 220V

Locking contact
1A - 220V

Locking contact
1A - 220V

Locking contact
1A - 220V

Locking contact
1A - 220V

Ground

Ground

Ground

Ground

Ground

Ground

Lock without pre-wiring

(-CAX)

Lock

with simple pre-wiring (LR180.../c)

5 wires cable 5 wires cable 2 wires cable

Lock

without pre-wiring and with presence contact

Presence contact
2A - 220V

Presence contact
2A - 220V

Lock

with double pre-wiring (LR180 .../cc)
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Phases de montage 
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Réglage du pène
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GVR

GVR GVR

Support SHY
Support SHY

Support SHY

CP180

CT 80

CP180 CP180

CP180

SHD18

LR180

SHD18 CP/DVSHD18

10

Serr. non identifi ées pour portes battantes
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Presence contact
2A - 220V
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Locks LR180
(Mounting process and adjustments)
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LR180 E : Electrical safety (24 / 48 V ac) with positive lock - Wiring - Technical data.



Locks LR180
(Mounting process and adjustments)
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LR180 E : Electrical safety (24 / 48 V ac) with positive lock - Technical data.



Locks LR180
(Procedures of assembly and adjustments)
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LR180 E :
Electrical lock (24 / 48 V ac) with positive safety – tecnicals characteristics 

Anomalies

If, cabin on the floor, nothing occurs ;

that the door s' do not open and that the

receiver is lit :

If, cabine on the floor, the receiver

is not lit : 

Checks if the alimentation arrives at the lock.

If yes : replace the lock

If no : checks if the alimentation leale the RIR180 modul

If yes : to check the connection of the lock

If no : to check if alimentation goes good in the RIR modul

If yes : replace the RIR modul

If no : to control the line power supply of the locks and

 RIR180 modules

to check that transmitter is well lit and centered about well

opposite with the receiver.

If transmitter is well lit; be-with-to say that l' infra-red is HS

(out service).

Therefore, to replace transmitter

if transmitter is extinct :   -  to check the polarity of connection

  -  to check the alimentation tension 

  -  to check the presence of 

   alimentation of transmitter.

VerificationsDevice RCD180

Principle of operation of piloting d' an electric lock by the transmit-
ting EM150 and receiving RCD180 device.

Transmitter installed on the cabin has a distance approximately 30 cm, 

send its infra-red signal to the receiver of  stage concerned.

So that transmitter sends its coded signal, it is necessary that alimenta-

tion passes by a called dry contact “info of came”; contact normally used 

to control the mobile cam and coming from  cupboard of manouevre.

When it’s fed, a green indicator (led) s' light on  transmitter.

When the receiver receives its coded signal, the green led s' also light on 

this one once the decoded signal.

The DIR180 receiver orders the change d' then; state of the relays of the 

RIR180 so d' to supply the electrical lock.



From
supply

for locks

Supply
24V for

PCB

Lock 24 V
 ac

Lock 48 V
 ac

Locks LR180
(Procedures of assembly and adjustments)
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RCD 180 :

inter. Positiv for positiv lock LR128 or LR180 E.



Locks LR180
(Mounting process and adjustments)
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Locks LR180
(Mounting process and adjustments)
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long axis (L1)
ex. : LR180 L1*

short axis (L)
ex. LR180 L*

* : left (G) or right (D)

65

D

56

short axis (L)
ex. LR180 L*

30

150

68
105

According to the position of the lock

compared to the retiring cam, we offer the

possibility for you to add a extension (ref. LLX)

to the lever of unlocking without moving the

retiring cam. This extension enables you to

lengthen your lever 7 cm. 

If you have small overall dimensions, doubled by a position of the lock compared to the retiring cam that does not

satisfy you, you can take a lock with an extra-flat axis (ref. Lk) for the overral dimensions and add an extension

(ref. LLX) to the unlocking lever without moving the retiring cam. This extension enables you to get an overall

length of 15 cm and a 3,8 cm thickness.

The lever is delivered in standard

with a Ø35 ruller (ref. GAL35).

And on request, with Ø 22

and Ø 45 ruller.

If you have small overall dimensions, the

Lk option with an extra-short axis makes

it possible to defer the unlocking level to the

thickness of the lock.

In this configuration, the lever of unlocking

and its roller are found precisely in the

thickness of the lock (30 mm).

ref.

LD180

ref. LLX

ref. LD180

38

38 mini
110 maxi

30 mini
65 maxi

ref. Lk

option Lk

option Lk + LLX

option Lk

option LLX

option XLE

Levers + rullers

ref. XLE

150

38 mini
110 maxi

38

extra-short axis (Lk)
ex. LR180 Lk*

38

extra-short axis (Lk)
ex. LR180 Lk*

15

85

Ø 22

Ø 35

Ø 45

ref. GAL45

ref. GAL35
ref. GAL22
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Organisme notifié N°0060 
 

DEMANDEUR : 
 PRUDHOMME S.A 

38 rue Charles De Gaulle 
94140 ALFORTVILLE 

ATTESTATION D’EXAMEN UE DE TYPE 
N° 0060-IV-A-085P-08-2017 Rev02 

Cette attestation d’examen UE de type est délivrée au demandeur pour le composant de sécurité défini ci-
dessous en application du point 5 du paragraphe A de l’annexe IV de la Directive 2014/33/UE du 26 Février 
2014 concernant le rapprochement des législations des états membres. 

Composant de sécurité  : Dispositif de verrouillage de portes palières 

Type et/où dénomination commerciale :  LR180 

Nom et adresse du fabricant  : PRUDHOMME SA  
    38 rue Charles De Gaulle – 94140 ALFORTVILLE 

Date de délivrance   : Le 28 Août 2017 

Date de mise à jour   : Le 14 décembre 2022 

Date limite de validité   : Le 13 décembre 2027 

Références dossiers   : APAVE 
17.201.EGC.17459.00.G.001.HALE.001 du 22/08/2017 

  22550793-001-1 du 16/12/2022 
 PRUDHOMME SA - LR180 du 05/07/17 

Caractéristiques techniques  : Voir Annexe à l’attestation (2 pages numérotées de 1 à 2) 
   Voir plans :  

LR180 assemblée position 1 (30/06/2008), LR180 assemblée position 
2 (30/06/2008), LR180 assemblée position 3 (30/06/2008), 
LR180/1400 (vue d’ensemble), Pêne avec collerette (13/01/1998), 
Eloignement gâche/serrure LR180 (24/09/2009), Nomenclature LR180 
(24/09/2009), Engagement du pêne de la serrure LR180 (24/09/2009), 
Dimensions principales serrure LR180 (24/09/2009), Serrure LR180 
latérale (24/09/2009), Bielle (24/09/2009), Engagement du pêne de la 
serrure LR180 (24/09/2009). 

 
Résultats des essais   : Le composant de sécurité répond aux exigences de sécurité de la 

directive 2014/33/UE qui lui sont applicables. 

 
Rennes, le 16 décembre 2022 

Par délégation de la direction générale d’Apave 

 

 

 

ACCREDITATION COFRAC N° 3-0902 - INSPECTION 
Liste des sites accrédités et portées 

disponibles sur www.cofrac.fr 

 
Note : 
Conformément au point 6 du paragraphe A de l’annexe IV de la Directive 2014/33/UE, le demandeur s’engage à informer l’organisme notifié de toutes modifications même 
mineures, qu’il a apportées ou qu’il envisage d’apporter au composant de sécurité approuvé, y compris de nouvelles extensions ou variantes non précisées au dossier 
technique initial. Cette attestation est fournie au demandeur en deux exemplaires en langue française ; toute traduction doit être jointe au certificat original qui seul fait foi. 
Aucun duplicata ne sera délivré. 

http://www.cofrac.fr/
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ATTESTATION D’EXAMEN UE DE TYPE 
N° 0060-IV-A-085P-08-2017 Rev02 

ANNEXE 

1.0 DOMAINE D’APPLICATION : 

Dispositif de verrouillage destiné à être installé sur des portes palières battantes. 

2.0 LABORATOIRE DE TEST : 

PRUDHOMME S.A 

38 rue Charles De Gaulle – 94140 ALFORTVILLE 

3.0 REFERENTIEL DE CONCEPTION : 

Directive 2014/33/UE 

▪ Annexe I _ Exigences essentielles de sécurité et de santé 

▪ Annexe III _ Liste des composants de sécurité 

Normes Harmonisées prises en référence : 

▪ EN 81-20 (2020) 

▪ EN 81-50 (2020) 

Dossier de conception : 

▪ Dossier de conception PRUDHOMME SA_ LR180 du 05 Juillet 2017 

▪ Manuel d’installation et de maintenance_28/10/2009 

Rapports : 

▪ Rapport de vérification APAVE n°17.201.EGC.17459.00.G.001.HALE.001  du 22 Août 2017 

▪ Rapport de vérification APAVE n° 22550793-001-1 du 16/12/2022 
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ATTESTATION D’EXAMEN UE DE TYPE 
N° 0060-IV-A-085P-08-2017 Rev02 

ANNEXE 

4.0 MODELES DE VERROUILLAGE COUVERTS PAR LE CERTIFICAT 

▪ LR 180  
▪ LR 180 (non positive) 
▪ LR 180 L 
▪ LR 180 P 
▪ LR 180 T 
▪ LR 180 E 
▪ LR 180 H 
▪ LR 180 A 
▪ LR 180 / 1400 

5.0 CARACTERISTIQUES DU CONTACT ELECTRIQUE 

Marque PRUDHOMME  

Modèle : CAI-180 

Tension : Ui 250V      Ue  230VAC   200V DC 

Intensité : Ith 10A        Ie 1A  Ie 1A 

Indice de protection : Standard IP41 _ Etanche IP67 

6.0 COMMENTAIRES 

REALISATION DE MODIFICATION 

▪ Toute modification apportée au produit cité dans la présente attestation doit être signalée à l’organisme 
notifié qui décidera seul des actions à tenir. 

REGLES D’UTILISATION DE L’ATTESTATION 

▪ Le numéro de délivrance ne peut être utilisé que pour les solutions décrites dans le présent certificat. 

PROCEDURES D’EVALUATION DE LA CONFORMITE AU TYPE 

▪ La conformité au type du composant de sécurité décrit dans la présente attestation doit être assurée par l’une 
des procédures décrites au chapitre III article 15 de la directive 2014/33/UE du 26 février 2014. 




























